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MAINT AINED BY
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OR LARGER
1 <— STRAP
[ <—couPLnG

ALL MATERIALS TO BE
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POLE OR POST PROVIDED AND
INSTALLED BY CUSTOMER.

METER SOCKET
IS PROVIDED,
INST ALLED, AND

TREATED POST.

6" x 6" MINIMUM PRESSURE

ALL MATERIALS TO BE

PROVIDED AND INSTALLED

BY CUSTOMER UNLESS SPECIFIED
OTHERWISE.

ALL CONNECTIONS MADE BY
CUSTOMER'S LICENSED ELECTRICIAN.

FINISHED GRADE

\ EPB METER
MAINT AINED  BY
THE CUSTOMER. —_ CENTER LINE
—
DISCONNECT AND f OF METER
PROTECTIVE DEVICE ———>
(BREAKER OR FUSES) ]
COMBINATION METER — In N BUSHING & =
SOCKET /DISCONNECT BOX =— (2) LOCKNUT'S §
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(2)- APPROVED GROUND RODS
%" DIA. 8-0" LONG,

OR 3RD PARTY APPROVED,
DRIVEN INTO GROUND,

6 FT APART MINIMUM.

SET POST:
3-0"DEEP IN WELL TAMPED EARTH
2-0 DEEP IN CONCRETE BACKFILL

—> DIRECT BURIED CABLE BY EPB

(1)- 36" RADIUS - 90 DEGREE BEND
272" GALVANIZED RIGID OR PVC

SCHEDULE 80 CONDUIT SWEEP

x

SERVICE ENTRANCE- ON PEDESTAL

FOUR CONTINUOUS, INSULAT ED,COLOR-CODED
CONDUCTORS,ONE OF WHICH IS TO BE

A GROUNDING CONDUCTOR AND ONE OF WHICH
IS TO BE THE NEUTRAL CONDUCTOR FROM
DISCONNECT ON POLE TO MOBILE HOME

UNDERGROUND _PERMANENT INST ALLAT ION

FOR _MOBILE HOME
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LEAVE Z2-0" TAIL OR MORE

ALL MATERIALS TO BE

PROVIDED AND INSTALLED

BY CUSTOMER UNLESS SPECIFIED
OTHERWISE.

ALL CONNECTIONS MADE BY
CUSTOMER'S LICENSED ELECTRICIAN.

WEATHERHEAD

CLAMP

LEAVE 20" TAIL OR MORE
FOR MAKING CONNECTIONS

MAKE DRIP LOOP

GALV. %" MACHINE BOLT
WITH EYE NUT OR %"

GALV.EYE BOLT \

=]

MOUNT SOCKET WITH
", DIA. OR LARGER,
RUST-RESISTANT TOGGLE
BOLTS.LEAD ANCHORS
OR WOOD SCREWS.
MINIMUM OF FOUR
REQUIRED.

METER SOCKET /

IS PROVIDED,

INSTALLED, AND
MAINT AINED BY
THE CUSTOMER.

GROUND WIRE
*4 SOLID COPPER
OR LARGER

T

SERVICE ENTRANCE

STRAPS i
(2) REQUIRED
/METALVSTONE (ROCK),

STUCCO,0R THE LIKE.,
BUT CONDUIT

CABLE IS ALLOWED ON
ALL SURFACES EXCEPT

wi
1S

Q)
ﬁ CENTER OF EYE

WITH SERVICE
ENTRANCE CABLE

F EPB SERVICE

/

S

2" DIA.RIGID OR IMC
TO BE 37 MAXIMUM

FROM WALL
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PREFERED.

11-0" MIN.
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CENTER LINE
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40" MIN.

CONTINUOUS MAST - NO SPLICES
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(IF NEEDED)

| / EPB METER

11-0 MIN.
20-0" MAX.

IS (o) - APPROVED GROUND RODS
%" DIA. 80" LONG,

DRIVEN INTO GROUND,

VA

OR 3RD PARTY APPROVED\
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LEAVE 20" TAIL OR MORE OTHERWISE.
FOR MAKING CONNECTIONS ALL CONNECTIONS MADE BY

EPB SERVICE N

POLE OR POST PROVIDED AND
INSTALLED BY CUSTOMER.

6" x 6" MINIMUM PRESSURE
TREATED POST.

METER SOCKET
IS PROVIDED,

INST ALLED, AND
MAINT AINED BY
THE CUSTOMER.

DISCONNECT  AND
PROTECTNVE DEVICE ———
(BREAKER OR FUSES)

COMBINATION METER
SOCKET /DISCONNECT  BOX
IS A PREFERRED OFTION

GROUND WIRE
*4 SOLID COPPER

e N f OF METER

ALL MATERIALS TO BE
PROVIDED AND INST ALLED
BY CUSTOMER UNLESS SPECIFIED

CUSTOMER'S LICENSED ELECTRICIAN.

WEATHERHEAD
— /

SERVICE ENTRANCE
CABLE OR CONDUCTORS
IN CONDUIT WITH
WEATHERHEAD

1]
@

EPB METER

CENTER LINE

11-0" MIN
120"

OR LARGER

—

5.0 TO 6-0"

N FINISHED GRADE

APPROVED GROUND CLAMP/

(2) - APPROVED GROUND RODS ———|
%" DIA. 80" LONG,

OR THRID PARTY APPROVED.,

DRIVEN INTO GROUND,

6 FT APART MINIMUM.

4-0 DEEP IN CONCRETE BACKFILL

T 111110171717 777777777771777711177717177717 77

20

—> 170 MOBILE HOME

MOBILE HOME SUPPLY CORD OR
CONDUIT WITH CONDUCTORS ™

SET POST:
5-6"DEEP IN WELL TAMPED EARTH

" FOUR CONTINUOUS, INSULAT ED,COLOR-CODED
CONDUCTORS,ONE OF WHICH IS TO BE

A GROUNDING CONDUCTOR AND ONE OF WHICH
IS TO BE THE NEUTRAL CONDUCTOR FROM

SERVICE ENTRANCE- ON POLE DISCONNECT ON POLE TO MOBILE HOME

MOBILE HOME INST ALLAT ION
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cJC >
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EPB TEMPORARY OVERHEAD

METERING INSTALLATION

WEATHERHEAD

A

SERVICE CABLE
SUPPLIED AND
INSTALLED BY EPB.

M/
)\(/
MINIMUM OF (2)
STRAPS REQUIRED.

i

MINIMUM  OF
2-0" TAILS FOR
CONNECTIONS

1" CONDUIT W/
#4 AL OR #6 CU
CONDUC TOR

100 AMP
METER CENTER

EPB METER /A

127-g" MINIMUM

=
S
MINIMUM 4" x 4" ——— "/ E
wooD POST £
(PRESSURE TREATED) :Z
5 %
%
1o
DISCONNECT o
%4 CU —— -
GRND WIRE §
Lo N
S N GRND
Ml / CLAMP
- B A A 'A a A SN " a - - -
L
x| s t. A %" GRND
I - ROD-8-0" —
= A o . OR 3RD o
o o = Q- _ PARTY -
x| e AR APPROVED. o
K Q < < <
- - — ™ A YA a a — - ‘ -
- A A 5 A a [,
NOTES: ‘ = osld L -
ALL MATERIAL TO'BE PROVIBES—AND e R
INSTALLED BY CUSTOMER; UNLESS Leatiat e
SPECIFIED OTHERWISE. : T
ALL CONNECTIONS MADE BY
CUSTOMER’S LICENSED ELECTRICIAN )\(2\(

AN
VAN

48 HOURS PRIOR TO ANY DIGGING CONTACT TN-ONE-
CALL e 8pwy-351-1111 OR GA-ONE-CALL © 8PD-282-7411.

UNLESS OTHERWISE SPECIFIED.

TAMPED EARTH OR

EPB TO CONNECT SERVICE ENTRANCE CONCRETE FILL

CABLE AT WEATHERHEAD AND ENERGIZE.

METER IS PROVIDED AND INSTALLED BY EPB.
METER HEIGHT IS 4'-0"TO 5'-0"AS MEASURED
TO CENTER OF SOCKET OPENING.

TEMPORARY OVERHEAD
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EPB TEMPORARY UNDERGROUND

METERING INSTALLATION

100 AMP METER CENTER

MINIMUM 4" x 4"
woOD POST
(PRESSURE TREATED)

EPB METER A
DISCONNECT
=
B =
1" NON METALLIC LIQUID- ————————|_ =
TIGHT CONNECTOR STRAP %
EXISTING EPE /N\ il &
TRANSFORMER _PAD 50" MAXIMUM N
(OR PULL BOX) -
1"NON METALLIC LIQUID- — w4 CU §
TRANSFORMER TIGHT FLEX CONDUIT W/ puE GRND WIRE O
KNOCK-0UT HOLE #4 AL OR #6 CU CONDUCTOR
MINIMUM OF
3-0" TAILS FOR ETZ%P
CONNECTIONS — =
4 o a a0 a - a
| RN B
/, - R S
1" MALE CONNECTOR \ ‘ = S .
- a a
R WITH LOCKNUT g N o,
= | IR EEE
_ o s
= C o, <
- :® < Q- < <
. . oo
. N R L
a a . a LA
S e s
/\/OiTES: %A"AAAéA%',ééAAAéAA —
ALL MATERIAL TO BE PROVIDED AND INSTALLED ‘g/,, GRND‘
BY CUSTOMER; UNLESS SPECIFIED OTHERWISE. S —
ROD-8"-0" OR
ALL CONNECTIONS MADE BY 3RD PARTY )\(
CUSTOMER’S LICENSED ELECTRICIAN : UNLESS SPECIFIED OTHERWISE. APPROVED. )\(‘
48 HOURS PRIOR TO ANY DIGGING CONTACT TN-ONE-
CALL @ 800-351-1111 OR GA-ONE-CALL © 800-282-7411.
CUSTOMER MUST SUPPLY AN ADEQUATE LENGTH TAMPED EARTH OR
OF CONDUIT TO REACH TRANSFORMER KNOCKOUT CONCRETE FILL
HOLE (OR BACK CORNER OF PULL BOX WHERE
APPLICABLE).
EPB WILL ROUTE SERVICE ENTRANCE CABLE
INTO PAD (OR PULLBOX), TERMINATE, AND ENERGIZE.
EPB TO PLUG KNOCKOUT HOLE WHEN TEMPORARY
SERVICE IS REMOVED.
METER IS PROVIDED AND INSTALLED BY EPB.
A METER HEIGHT IS 3@'TO 42'AS MEASURED
TO CENTER OF SOCKET OPENING.
TEMPORARY -
UNDERGROUND €=,
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